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Materials of Construction: Mild Carbon Steels, Pressure Vessel Quality Carbon Steels (SA516,
G170, etc.), ABS Grades Carbon Steel, and All Major Alloys to Include: Stainless Steel, Inconel,
Alloys 600, 601, and 700, Nickel 200, Monel, Hastelloy, Other Nickel Alloys, 4130, and 4140.

Fabrication Shop: 22,260 ft* under Roof with

Maximum Handled in Shop «
Diameter—20’" « Length—125" « Weight—35 tons

Cranes «

Custom Designs / Customer Designs ~ « Call for a quotation on any item
Mississippi Alabama Texas
6917 Stennis Blvd. 32189 Hwy. 31 2302 South Battleground Rd.

Pascagoula, MS 39581
Phone: 228.475.3360
Fax: 228.475.3379

Brewton, AL 36427

WWW.U0-group.com

LaPorte, TX 77571
Phone: 713.464.9055
Fax: 713.464.1960
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Sizes range from 1”7 to 727, 150# to 2,500# ANSI, Raised Face, RT] (Male/Female), Carbon Steels, Stainless
Steels, and High Alloys Available.

Temporary (Start-Up) Strainers

Standard is 1/8” perforated by 150% length. Strainers can be specifically designed or built to customer

specifications.
Temporary Strainers are designed to be used for system start-up or in situations where a temporary amount of

contamination may occur. They are not recommended for extended periods of usage. These temporary strainers

are usually mounted in a pipe spool, which may also be manufactured at the customers request.

Plate Products

_

Spectacle Blind, Blank, Spacer, Drip Ring / Bleed Ring

Sizes range from 1/2” to 727, 150# to 2,500# ANSI, Raised Face, RTJ (Female) and RT] (Male Octagonal),
Carbon Steels, Stainless Steels, Chrome-Moly, and Other Available Alloys.

Raised Face is available in “Mill Finish” or “Serrated Machine Finish” (125-250 Standard). “Mill Finish” is not
recommended over 300# ANSI.

O.D., LD. and Thickness are per API-590. API-590 style tie bars will be supplied only if requested.

Special Items with Extra Raised Faces per ASME B16.48 can be supplied. This must be requested at the time

of purchase.



Fabricated Strainers

Vertical Inline Strainers can be manufactured with flanged or quick opening

closures. Generally, they have 400% + open area (based on perforated-only
3 baskets).

Sizes range from 1/2” to 60”, 150# to 2,500 ANSI.

Vertical Inline

Tee Strainers can be straight through flow or angle flow. They have much less
basket area than a Vertical Inline Strainer and area used in areas with less

contaminant. Quick open closures are available.

Sizes range from 2” to 727, 150# to 2,500 ANSI.

Fabricated “Y” Strainers have more basket area than the Tee Strainer and
are less expensive than the Vertical Inline Strainer. This strainer may
solve your special problems. Note that this strainer may not fit in the

envelope of a “cast unit”.

“Y” Sizes range from 2” to 727, 150# to 2,500# ANSI.

Bodies: Carbon Steel, Stainless Steels, Chrome-Moly, and some Exotic/High Alloy Materials Available.
Baskets: Manufactured from Available Perforated and Mesh Materials.

Codes: ASME Section VIII, Division I (U Stamp and S Stamp), National Board R Stamp, ABS, ANSI B31
Piping, Repairs to ASME and NBIC Codes, DNV, and CSA.

Custom Designs and Customer Designed Units are Our Specialty!

U.O. Group is ready to put our experience and capabilities to work for you.

WWW.Uu0-group.com




Specialty Products

Condensate / Seal Pots of carbon steel, stainless steels, and other alloys can be manufactured.

Sample Cooler / Heater—Bodies in carbon steel or stainless steels. Coils are

available in carbon steel, stainless steels, and other alloys. Designs available for high

and low pressure, open and closed. Quotations are available for customer designs.

Lateral Fabricated Tee Fabricated Cross Stub End Pipe Spool

Carbon steel, stainless steels, chrome-

Al Pigging Launchers/Receivers and Pressure Vessels  per customer

Our facility can handle items up to 35 tons, 125’
in length, and 20’ in diameter. Skid mounting

of items on structural skids is also available.

Misc. Structural Steel Fabrication

Stairs, walkways, ladders, support structures, and miscellaneous structural items are available.
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Mississippi / Alabama: 228.475.3360 « Texas: 713.464.9055



